DMS

DMS SPECIFICATIONS

LIVE STREAMING and RECORDING
e MPEG-2 - DVD Video

e MPEG-4 - H.264

o« WMV

 Unicast / Multicast

CONTENT OFFLOAD

» Automatic DVD Authoring

» DVD Data Disc Offload

o CopyMe!- Download to USB

TRANSCODING

« Flash

e WMV

e MPEG-2, DVD Video
e MPEG-4 - H.264

« Mobile device

INPUTS

e S-Video Y/C NTSC / PAL Video
o Composite NTSC / PAL Video
e Mono mic/line audio

Actual products may vary in look from the images in this
product sheet. Images shown are for representational
purposed only. These specifications are subject to change
without notice. MediaPOINTE is a registered trademark
in the U.S. and other countries. Features listed in this
product sheet may require specific software versions or
enabled option keys.

OUTPUTS
* VGA
e Line level audio

SYSTEM MANAGEMENT

« HTTP web GUI

e Infrared Remote

e Telnet

« Serial RS-232

« Remote contact closure

NETWORK INTERFACES
«1 x Ethernet (10/100/1000 MBit

POWER
e 92-264VAC, 47-63Hz
¢ Maximum- 5A at 115VAC

PHYSICAL DIMENSIONS
o Height: 3.5” (89mm)
» Width: 17” (432mm)
o Depth: 14” (356mm)
» 19” rack mountable, 2U height
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